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2000Ah 

M8 

0 025±3 C (77 ± 5 F)

Rated Voltage

Discharge   

Charge

Storage

(C ,1.80V/cell)10

2V 

ABS

o o o o-20 C~55 C (-4 F~131 F)
o o o o 0 C~40 C (32 F~104 F)
o o o o-20 C~50 C (-4 F~122 F)

o o 40 C  (104 F)
o o 25 C  ( 77 F)

o o 0 C    ( 32 F)
Effect of temp. to Capacity

o-3mV/cell/ C

o
≤3% per month at 25 C

106%

100%

86%

oCharge voltage(25 C)

(25℃)

oMax.Charging Current(25 C)

o25 C)

500.0A

(5s)

     2.25V

2.35~2.40VCycle(Equalization)

 Temp. Coefficient

Float 

399mm(15.71 in.)

214mm(8.42 in.) 

772mm(30.39 in.)

807mm(31.77 in.)

155.0Kg (341.72 Ibs)

16000A 

Approx.0.31mΩ

2000.0 Ah

1735.0 Ah

1530.0 Ah

1112.0 Ah

(10hr,200.0A,1.80V/cell)

(5hr,347.0A,1.75V/cell)

(3hr,510.0A,1.75V/cell)

(1hr,1112.0A,1.65V/cell)
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F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 1167.0 1139.0 1041.0 888.0 581.0 460.0 315.0 220.0 187.0

1.80V/cell 1436.0 1379.0 1214.0 1000.0 638.0 502.0 342.0 238.0 200.0

1.75V/cell 1698.0 1543.0 1293.0 1041.0 656.0 510.0 347.0 241.0 203.0

1.70V/cell 1906.0 1684.0 1369.0 1081.0 673.0 520.0 353.0 243.0 205.0

1.65V/cell 2047.0 1778.0 1424.0 1112.0 687.0 526.0 356.0 245.0 208.0

1.60V/cell 2142.0 1841.0 1460.0 1131.0 696.0 530.0 360.0 247.0 209.0

F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 2171.0 2140.0 1990.0 1718.0 1129.0 897.6 619.9 436.0 373.0

1.80V/cell 2624.0 2554.0 2296.0 1922.0 1234.0 976.4 669.8 469.9 397.0

1.75V/cell 3051.0 2819.0 2422.0 1987.0 1262.0 988.5 677.8 476.9 403.0

1.70V/cell 3363.0 3032.0 2538.0 2051.0 1288.0 1002.5 685.7 479.9 407.0

1.65V/cell 3547.0 3154.0 2613.0 2095.0 1309.0 1009.7 689.8 481.9 410.0

1.60V/cell 3640.0 3218.0 2653.0 2118.0 1319.0 1013.8 696.7 484.9 413.0

16 OPzV2000(2V2000Ah)



Manufactured  in KOYAMA®

www.cbb-battery.com

CBB BATTERY TECHNOLOGY CO LTD
RM504,55 Hanxing Zhong Road,Zhongcun,Panyu,
Guangzhou 511495,Guandong,China
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