
KOYAMA®

600Ah 

M8 

0 025±3 C (77 ± 5 F)

Rated Voltage

Discharge   

Charge

Storage

(C ,1.80V/cell)10

2V 

ABS

o o o o-20 C~55 C (-4 F~131 F)
o o o o 0 C~40 C (32 F~104 F)
o o o o-20 C~50 C (-4 F~122 F)

o o 40 C  (104 F)
o o 25 C  ( 77 F)

o o 0 C    ( 32 F)
Effect of temp. to Capacity

o-3mV/cell/ C

o≤3% per month at 25 C

106%

100%

86%

oCharge voltage(25 C)

(25℃)

oMax.Charging Current(25 C)

o25 C)

150.0A

(5s)

     2.25V

2.35~2.40VCycle(Equalization)

 Temp. Coefficient

Float 

145mm(5.71 in.)

206mm(8.11 in.) 

646mm(25.43 in.)

681mm(26.81 in.)

46.0Kg (101.41 Ibs)

4800A 

Approx.0.62mΩ

600.0 Ah

523.0 Ah

456.0 Ah

335.0 Ah

(10hr,60.0A,1.80V/cell)

(5hr,104.6A,1.75V/cell)

(3hr,152.0A,1.75V/cell)

(1hr,335.0A,1.65V/cell)
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F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 409.0 389.0 335.0 267.0 177.0 139.0 95.0 66.0 56.2

1.80V/cell 503.0 470.0 390.0 301.0 195.0 151.0 102.6 71.5 60.0

1.75V/cell 595.0 526.0 416.0 313.0 200.0 152.0 104.6 72.5 60.9

1.70V/cell 668.0 574.0 440.0 325.0 205.0 158.0 105.8 74.0 61.6

1.65V/cell 717.0 607.0 458.0 335.0 209.0 160.0 108.0 74.5 62.3

1.60V/cell 750.0 628.0 469.0 341.0 212.0 162.0 109.0 75.0 62.7

F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 761.0 730.0 640.0 517.0 344.0 272.0 185.0 130.0 112.0

1.80V/cell 919.0 871.0 738.0 578.0 376.0 293.9 199.0 139.0 119.0

1.75V/cell 1069.0 962.0 779.0 598.0 385.0 295.0 202.0 141.0 121.0

1.70V/cell 1178.0 1034.0 816.0 617.0 393.0 303.8 205.0 143.0 122.0

1.65V/cell 1243.0 1076.0 840.0 631.0 399.0 307.8 207.0 144.0 123.0

1.60V/cell 1276.0 1098.0 853.0 637.0 402.0 309.8 208.0 145.0 124.0

6 OPzV600(2V600Ah)



Manufactured  in KOYAMA®

www.cbb-battery.com

CBB BATTERY TECHNOLOGY CO LTD
RM504,55 Hanxing Zhong Road,Zhongcun,Panyu,
Guangzhou 511495,Guandong,China
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