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OOvveerrvviieeww    

HP902D 4in1 H.264 Flash HD Encoder is a professional IPTV broadcasting quality 

multimedia encoder, for high definition video for real-time streaming applications. 

It provides flexible streaming for low-bandwidth transmission applications using 

MPEG-4 AVC/H.264 video and AAC audio encoding, supporting FLV over RTMP 

streaming output, thus seamlessly connecting to Flash Media Server for FLASH 

video applications. It also supports TS over HTTP streaming output and can achieve 

low latency HD video transmission over the Internet . HP902D 4in1 H.264 Flash HD 

Encoder is perfectly used for IPTV live broadcasting, mobile video broadcasting, 

hotel VOD, IPTV ponit to point streaming, E-learning, distance education, video 

conferencing, marketing and other multimedia streaming applications.  

  



 FFeeaattuurreess    

 

��  SSuuppppoorrtt  44  HHDDMMII  cchhaannnneellss  iinnppuutt  ,,  ssuuppppoorrtt  HHDDCCPP  

��  SSuuppppoorrtt  44  CCVVBBSS  iinnppuutt    

��  SSuuppppoorrtt  MMPPEEGG--44  AAVVCC//HH..226644  hhiigghh  pprrooffiillee  lleevveell  44..11//44..00  vviiddeeoo  eennccooddiinngg  ffoorr  HHDD    

��  SSuuppppoorrtt  MMPPEEGG--44  AAVVCC//HH..226644  hhiigghh  pprrooffiillee//mmaaiinn  pprrooffiillee  lleevveell  33..00  vviiddeeoo  eennccooddiinngg  ffoorr  SSDD  

��  VViiddeeoo  rreessoolluuttiioonn  rreessccaalliinngg    

��  SSuuppppoorrtt  VVBBRR//CCBBRR  vviiddeeoo  bbiitt  rraattee  mmooddee    

��  SSuuppppoorrtt  772200PP,,  11008800II,,  11008800PP  HHDD  vviiddeeoo  ffoorrmmaatt  aanndd  nnoorrmmaall  SSDD  vviiddeeoo  ffoorrmmaatt  

��  IIPP  ssttrreeaamm  oouuttppuutt,,  ssuuppppoorrtt  TTSS  oovveerr  HHTTTTPP,,  FFLLVV  oovveerr  RRTTMMPP,,  aanndd  TTSS  oovveerr  CCMMPP    

((SSuuppppoorrtt  HHTTTTPP,,RRTTMMPP,,UUDDPP,,RRTTSSPP//RRTTPP  pprroottooccooll))  

��  ssuuppppoorrtt  rreeaall--ttiimmee  lliivvee  ssttrreeaammiinngg  ttoo  AAddoobbee  FFMMSS  rreelleeaasseedd  

��  SSuuppppoorrtt  MMiiccrroossoofftt  WWMMSS  ppuubblliisshh  ffrroomm  ttiimmee  ttoo  ttiimmee  lliivvee  ssttrreeaammiinngg  

��  RReeaall--ttiimmee  oouuttppuutt  bbiitt--rraattee  mmoonniittoorriinngg  

��  SSuuppppoorrtt  rreemmoottee  ccoonnttrrooll  vviiaa  WWEEBB--GGUUII  nneettwwoorrkk  mmaannaaggeemmeenntt,,  SSuuppppoorrttss  aa  vvaarriieettyy  ooff  

ddeevviicceess  iinncclluuddiinngg  PPCC//PPaadd//SSmmaarrtt  pphhoonneess    

��   UUppddaattee  ddeevviiccee  tthhrroouugghh  eetthheerrnneett  ppoorrtt  

    

TTeecchhnniiccaall  SSppeecciiffiiccaattiioonn    

  

Input 

HD HDMI 4xHDMI  (support HDCP) 

SD CVBS 4xCVBS  (composite video& audio) 

Output IP stream 
TS over HTTP,  FLV over RTMP,  TS over UDP,  
TS over CMP 

Standard (MPEG-4 AVC/H.264) ISO/IEC14496-10 

Output bitrate 1 to 20Mbps(4:2:0) per channelp 



Control WEB GUI management 

Video Coding 

 

 

MPEG-4 AVC/H.264 Encoding  
H.264 HP@L4 MP@L3 

H264 Adaptive Field Frame (AFF) 

H264 field based (FB) 

1920*1080*60p/50p, 1920*1080*60i/50i, 
1280*720*60p/50p, 720*480*60i(NTSC), 

720*576*50i(PAL),      480x320p/i，320x240p/i 

Audio 

Bitrate 30Kb/s～384Kb/s 

property MPEG-1 layer 2, MPEG4 LC-AAC 

Sample bitrate 24Bit 

General 

Features 

Size 44mm*482mm*410mm(1RU) 

Environment 0 ~ 45℃(work),  -20 ~ 80℃(Storage) 

Power 100-240VAC±10%, 50Hz,25W 

 


