GREASE NIPPLE

36-M20 TAPL(

FQUALLY SPACED

Slewing Drive Performance Data

Gear Ratio 104:1
Rated Output Torque 34. 2kN. m
Tilting Moment Torque J10kN. m
Holding Torque 158. 3kN. m
Static Axial Rating 1850kN
Static Radial Rating 690kN
Dynamic Axial Rating 440kN
Dynamic Radial Rating 320N
Tracking  Precision <01’
Self Locking Gears {ES
Weight 202kg
Rated Output Speed <1.5 rpm
MOMENT LOAD CHART

N.m
Tilting Moment Torque

Axial Load & Tilting Moment

352.3

298.1

o

251.5 N

216.8 \‘
TN

R396.5+3
21
¥t
o
35-M20 TAPL(
- 399 _ BASED ON 36 EQUALLY SPACED
+7
- L6k _
3
INPUT
- 0650+3 .
®565 _
9525 _ 36922
Y
I 7 = I
K J!’ ﬁmj%\. \ § =
©) =
9630
9675
0775

VIEW B 7.1 .
10.065 81882 35 @82 58+o_o5 \\
$25+0.025 R0 0 600 1000 1400 1800 2200
O #-6& KN
1 T\@ pa s NS Axial Load
S J =hs
+0.2
28.3°0 ?@ @ NE
o N2 V6
REV DATE REVISER DESCRIPTION
DESIGNED BY Xuzhou Wanda Slewing Bearing Co.,Ltd.
CHECKED BY www.slew-bearing.com
\PPROVED BY Tel: +86-516-83300366  Fax; +86-516-83915766
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