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Building film(Vapour barriers and damp-proofing membranes)
v
STANDARD: AS 2870-2001 cl5.3.3 vapour barriers and damp- pruuhﬁg\memhraﬁes As ,per
internal specifications requirements
THICKNESS: medium & high impact membranes
200um(0.2mm) thick polyethylene film
Shall be determined using the test method outlined in AS/NZ 4347.90
--three tests per meter shall be carried out across the full width of film,with the
resulting mean average thickness to be between 180um and 220um and a maximum
of only one measurement to be below 170um.
IMPACT RESISTANCE:Vapour barrier-medium impact resistance
Shall be determined using the falling dart impact test outlined in AS/NZ
4347.6:
-- using a load of 180g and a drop height of 660mm.one test shall be out
carried on the fold of the film and the film shall not fail.

-- using a load of 200g and a drop height of 660mm.twotests per meter
shall be carried out across the full width of film and 75% of these tests
shall pass.

Damp-proofing membranes-high impact resistance shall be determined
using the falling dart impact test outlined in as/nzs 4347.6

--using a load of 310g and a drop height of 660mm.one test shall be out

carried on the fold of the film and the film shall not fail.

= using a load of 340g and a drop height of 660mm.twotests per meter

shall be carried out across the full width of film and 75% of these
tests shall pass.
RESISTANCE TO PUNCTURE AND MOISTURE PENTRATION:

Damp-proofing membranes-high impact resistance shall be determined
the using the CSIRO’Method for determination of the penetration
resistance of water vapour barriers to failing aggregate’.Vapour
permeance following this test shall not exceed 0.02mg/N.s with no
puntures os rips in the film

DIMENSIONS: WIDTH +0.-40MM
(internal spec) LENGTH +/-0.7%
MARKING: Product Designation



Film to be marked continuously’AS2870 Concrete underlay.
0.2mm-Medium(or high as appropriate) impact resistance’

Product Branding
Film to be marked continuously with the COMPANY LOGO

Using correct image files supplied by us.Artwork subject to

Approval.




